Compressed air industrial stirrers

Propeller stirring rotor PR }

The 3-blade propellers produce axial flow
and reduce shear forces to a minimum even
at high stirring speeds thanks to their
optimised blade design. Recommended for

medium to high speed operations.

Stirring rotors for compressed air industrial stirrers

Available upon request:
- customised shaft length \
- fine surface polishing Ra 0.6 to 0.8 pm
- certificate of roughness
- material certificate 3.1B

Type  Material Length Stirrer @ Shaft @ Code-No. -
no. mm mm mm
PR10 1.4404 1000 125 14 40 26446 00134 6
PR11 1.4404 1000 150 14 40 26446 00135 3
PR 13 1.4404 1000 175 14 40 26446 00139 1
PR 15 1.4404 1000 200 20 40 26446 00138 4
PR 17 1.4404 1000 250 20 40 26446 00144 5
PR 18 1.4404 1000 300 20 40 26446 00143 8
PR19 1.4404 1000 350 25 40 26446 00818 5
PR20 1.4404 1000 400 25 40 26446 00819 2

Dissolver stirring rotor DS

The dissolver stirring rotor creates a radial flow with high turbulence. The mixture is drawn
from top to bottom. High shear forces are created at the dissolver disk which provides
effective particle reduction. Recommended for medium to high speed operations.

Type Material Length Stirrer @ Shaft @ Code-No.
no. mm mm mm

DS 7 1.4404 850 100 14 40 26446 00149 0
DS 8 1.4404 850 125 14 40 26446 00150 6
DS 9 1.4404 1000 150 14 40 26446 00151 3
DS 10 1.4404 1000 200 20 40 26446 00152 0
DS 11  1.4404 1000 250 20 40 26446 00153 7
DS 12 1.4404 1000 300 25 40 26446 00820 8
DS 13 1.4404 1000 350 25 40 26446 00821 5

Double blade stirring rotor DR

The double blade stirrer creates two counter-currents. Vortices are prevented.
Recommended for medium to high speed operations.

Type Material Length Stirrer @ Shaft @ Code-No.

no. mm mm mm
DR5 1.4404 1000 120 14 40 26446 00147 6
DR 6 1.4404 1000 140 14 40 26446 00148 3

Customised shaft length availabe upon request.
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